Amendment to No. 48 �March 2, 1998


Publication No. 231-98-004





Disposal Site Daily and Intermediate� Cover Regulations








To All Local Enforcement Agencies:





The purpose of this advisory is to add the following new categories of alternative daily cover (ADC) materials that no longer require site-specific demonstration projects if used in accordance with recently approved regulations: 





Foam products


Ash and cement kiln dust materials


Treated auto shredder residue


Contaminated sediment, dredge spoils, foundry sands 


Processed exploration and production wastes


Construction and demolition wastes


Shredded tires





Regulations for these ADC categories were approved by the Office of Administrative Law and are effective as of February 3, 1998.  A copy of the regulations is attached.  Further guidance and information on California Integrated Waste Management Board disposal site daily and intermediate cover regulations is provided in LEA Advisory #48.  This LEA Advisory serves as an amendment to LEA Advisory #48.





If there are any questions concerning this LEA Advisory amendment, please contact Scott Walker at�(916) 341-6319.





Sincerely,














Dorothy Rice, Deputy Director


Permitting and Enforcement Division





Attachment





Back copies of LEA Advisories can be obtained by calling (916) 341-6308 or at http://www.ciwmb.ca.gov/pe/advisory�
Attachment: Amendment LEA Advisory No. 48 


Disposal Site Daily and Intermediate Cover Regulations


(Note: These regulations replace the reserved subsections of 


regulations attached to LEA Advisory No. 48) 








Title 27, Division 2, Subdivision 1, Chapter 3, Subchapter 4, Article 2





§20690.  	CIWMB Alternative Daily Cover. 





	(b)(2)  Foam Products


	(A)  Foam products shall not be applied when there is precipitation or when there is a local forecast of greater than 40% chance of precipitation within 8 hours of application time in the vicinity of the landfill.  


	(B)  Foam products shall be covered with waste or other approved cover materials within 72 hours of application, unless a shorter time period is required by the EA to meet the requirements of ¶(a)(2) and (a)(3) of this section.





	(b)(5)  Ash and Cement Kiln Dust Materials


(A)  Ash and Cement Kiln Dust, either alone or blended with earthen material or stabilization agents, shall form a compacted material which can be placed without forming open voids or causing material to be tracked off the working face area.  For the purposes of this section ash means the nonhazardous residue from the combustion of material or the hazardous residue which may be managed as a nonhazardous waste in accordance with Title 22 California Code of Regulations sections 66260.200(f) or 66260.210.	


	(B) Ash and Cement Kiln Dust, either alone or blended with earthen material or stabilization agents shall be used as alternative daily cover in a manner to minimize the creation of dust.	


	(C) Ash and Cement Kiln Dust, either alone or blended with earthen material or stabilization agents, shall be restricted to a minimum compacted thickness of 6 inches and average compacted thickness of less than 18 inches.





	(b)(6)  Treated Auto Shredder Waste 


	(A) Auto shredder waste shall be treated pursuant Title 22, California Code of Regulations, section 66268.106(a)(1).


	(B)  Treated auto shredder waste used for alternative daily cover shall be restricted to a minimum compacted thickness of 6 inches and average compacted thickness of less than 24 inches.





   	(b)(7)  Contaminated Sediment, Dredge Spoils, Foundry Sands, Energy Resource Exploration and Production Wastes  


	(A)  Contaminated sediment, dewatered dredge spoils, foundry sands, or processed energy resource exploration and production wastes shall be restricted to a minimum compacted thickness of 6 inches and average compacted thickness of less than 18 inches.  Such materials shall form a compacted material which can be placed without forming open voids or causing material to be tracked off the working face area.





	(b)(9)  Construction and Demolition Wastes


	(A)  Construction and demolition wastes shall be restricted to crushed, ground, or screened materials alone or mixed with soil to provide a compacted material free of open voids.


	(B) Construction and demolition wastes shall be restricted to a minimum compacted thickness of 6 inches and average compacted thickness of less than 18 inches.





	(b)(10)  Shredded Tires


	(A)  Shredded tires used as daily cover alone or mixed with soil shall be shredded such that 50% by volume is smaller than 6 inches in length and no individual pieces are greater than 12 inches in length.


	(B)  Shredded tires used as alternative daily cover without admixed soil shall not be applied when there is precipitation or when there is a local forecast of greater than 40% chance of precipitation within 8 hours of application time in the vicinity of the landfill.  
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