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INITIAL FINAL STATEMENT OF REASONS

WASTE TIRE MONOFILL REGULATORY REQUIREMENTS 


FINAL STATEMENT OF REASONS ADDENDUM

October 9, 2003
Title 14:

Natural Resources

Division 7:
California Integrated Waste Management Board

Chapter 3:
Minimum Standards for Solid Waste Handling and Disposal

Article 5.4:
Waste Tire Monofill Regulatory Requirements

Section 17346.3.  Applicability of State Minimum Standards
Subsection (b)(5)

This subsection specifies the dimensions of waste tire monofill cells and the minimum distance that shall be maintained between tire shreds in adjacent cells.  It also specifies the thickness and compaction of intermediate cover and that it be placed to wholly encapsulate each waste tire monofill cell.  The cover to be disposed of or utilized in the waste tire monofill shall consist of soil with less that 5% organic matter as determined by the American Society for Testing and Materials D2974-00 (ASTM D2974-00) Standard Test Methods for Moisture, Ash, and Organic Matter of Peat and Other Organic Soils.  This is necessary to reduce the chances of spontaneous combustion of tire shreds.  

The ASTM D2974-00 standard is not included with the regulations due to the fact that the standard would be of interest to a very limited number of affected public.  The California Integrated Waste Management Board has the standard available for review by the affected public upon request.  The standard is also available from the American Society for Testing and Materials via mail, phone or internet request.   The Waste Tire Monofill Regulatory Requirements infer that only the ASTM D2974-00 of the year 2000 is applicable.  The Waste Tire Monofill Regulatory Requirements infer that the ASTM D2974-00 standard is to be complied with in its entirety.  

Section 17346.4.  Waste Tire Monofill Facility Records

Subsection (a)(5)

Every waste tire monofill facility operator is required to perform sampling of cover to be disposed or utilized at the facility in order to determine if it meets the requirements for cover as determined by the ASTM D2974-00 standard.  (See Section 17346.3(b)(5) for more information regarding this standard.)  The operator shall maintain records of the cover sampling results as required by Section 17346.3(b)(3).  This is necessary in order for the EA and/or the Board to assess if the facility is being operated in accordance with the state minimum standards.
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